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Non-Reflective markers

Rayolite Non-Reflective Pavement Markers.
Designed to Endure The Rigors Of The Road.

Designed For Safety. Engineered To Last.

Rayolite Phone: (281) 617-2240
5825 N Sam Houston Pkwy W. Toll Free: (800) 848-7025

Ste #220 Houston, TX 77086 www.rayolite.com



http://www.rayolite.com/

I'alJO|ItG RAY-O-DOT Installation and Detculs

7 @ORIUX Non-Reflective Pavement Marker

How to Apply Markers
Ray-0O-Dot Non-Reflective Markers

Prepare Surface Area T A

1. Clean & prime the surface area. The Ray-O-Dot Non-reflective pavement markers

2. Prepare the surface by are designed to offer maximum strength and

removing any lose materials scfefy.

from the road surface. The bottom of these markers are configured to 3.8”

Apply Markers

produce an excellent structural bond with the
pavement, while their strong yet light  weight

construction allows for easy installc- tion.

This Non-Reflective Pavement marker elimi- nates J
the need to paint lane stripes. These 4
raised markers make a thumping sound when- 3.8” o
ever a driver wanders out of their lane of trav- el. i
Also available to mark bicycle lanes.

Permanent adhesive keeps your marker in place K

and is easy to use. The adhesive is sold , &

separately. d 6 &

" 4
Y
Specifications »
|
Material: Polypropylene P 4
Size: 3.8 inch diameter >

Color: white and yellow
Packed: 100 pieces per carton
Weight: Approximately weight 16.5 per carton

Three App|icc|tion Methods

1. Peel off the protective paper
of the butyl pad (1A). Place
marker on road surface and
apply weight to secure marker
to the surface (1B).

2. Apply epoxy to the
bgflfoﬁ c'?f tiye marker,
spreading evenly.

®3.800

3. App|y ddequale amount of
bituminous adhesive to the
road surface (3A). Road
surface should be dry. Place
marker on the prepared road
surface dpp|ying s|ight ' S
pressure until the marker
contacts the road surface
(3B) and forces a bead of
epoxy or bituminous around
aﬁ four corners (3C).




